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NOTES:

i 1. REFER TO FOUNTAIN SPECIFICATION.
i 2. REFER TO INSTALLATION INSTRUCTIONS SHIPPED WITH PRODUCT

3. OPTIONAL MOUNTING BRACKET KIT, PART# WMT108, ORDER SEPARATELY.
| 4. DO NOT SCALE DRAWING.

REFLEKTOR LED040002-3-4 - MOCOWANIE NA DNIE

S.S. #8 SCREW:
c/w. #10 FLAT

WASHER

Notes

1. Must be installed by a qualified electrician to comply wi

2. Low voltage fixtures require speci
supply transformer must be calculated to get the correct voltage to the fixture.

local codes.

4. Refer to fountain specification.

and spas.

SUBMERSIBLE = MOUNTING
CABLE CONNECT = | = e £8 &\,
TO EBJ SERIES B QSR
JUNCTION BOX <\.. -
TYP. FL. MOUNT DETAIL
CURE STAINLESS STEEL BASE
ﬁ TO FLOOR REFER TO DETAILS

attention during design. Cable sizes, conduits and distance to the
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5. Product is CE certified, cETLus listed to safety standards for use in water other than in swimming pools
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Must be installed by a qualified electrician to comply with local codes.

Low voltage fixtures require special attention during design. Cable sizes, conduits and distance to the

supply transformer must be calculated to get the correct voltage to the fixture.

Refer to full instructions and specifications shipped with product when commencing installation.
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